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TYPICAL INSTALLATION

REVISIONS

A B C
10 30 0.38
12 48 0.38
E F G
4B 3 4D
5D 2.8 |10D
J K L
3 3.9 1.5
2. 4, 1.5

A B C D A B C
10 24 0.38 3 10 18 0.38
12 36 0.38 3 12 24 0.38
E F G H E F G
4B 3 4D 3 4B 4 4D
5D 2.5 10D 2.5 5D 3 10D
J K L J K
3 3.9 | 1.5 3.9 1.5
3 4.9 11.5 4.9 1.5
NOTES:
1. USE: 2” WIDE FOR INTERSTATE

1
10” ALL OTHER HIGHWAYS.

2. REFLECTORIZED WHITE LEGEND AND BORDER ON A
REFLECTORIZED GREEN BACKGRGOUND.

3. DO NOT EXCEED 8’ MOUNTING HEIGHT FROM BOTTOM OF
SIGN TO THE GROUND WHILE MAINTAINING 4' MINIMUM
HEIGHT ABOVE PAVEMENT EDGE.

4, USE “TUBULAR STEEL SIGN POST (P2)"”. FASTEN PANEL
WITH 5/16"x 3" S.S. BOLTs LOCK NUT, USE 5/16"” NYLON
WASHER AGAINST SIGN FACE.
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